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IMPORTANT The intumescent sleeve must not be altered or tampered with.

1

Verify that the intended use of the collar is supported 
by a compliant report.  See snapcollars.com.au for 
compliant solutions.

Inspect the collar to make sure it has not been damaged 
in transit and all components are present. 

2

Insert the locator plate (8) into the base of the collar. 
Look down through the top of the collar and use the 
alignment window (8b) of the locator plate (8) to 
position the collar on the formwork. 

Secure the collar to the formwork using the preferred 
fixing points ensuring the collar base flange (7) is flat 
on the formwork. 

3

                               

Do not cut down the collar casing

Fit the cap (1) to the top of the collar or extension. The 
collar is now ready for the concrete to be poured.

Note: If the slab thickness exceeds 250mm, collar 
extensions will be required. 

4

After the slab has cured, remove the formwork and the 
locator plate.

Inspect the collar to ensure that no residual concrete 
remains in the spring pockets, (5) around the fusible 
links and springs, and that no foreign material is within 
the active area of the collar.

5

Install the required services through the collar, taking 
care not to damage any internal components.

If required, seal around the services at the top of 
the collar in accordance with the appropriate report 
evidence.

6
Ensure that the active area of the collar is completely 
exposed to the compartment below.
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 1   Cap

 2   Extension

 3   Collar Casing

 4   Rubber Ring

 5   Spring Pocket

 6   Intumescent Lining

 7   Base Flange

 8   Locator Plate

 8a   Central Fixing Hole

Base flange prevents
concrete ingress

Ring seals against
services

Each extension adds 
50mm height

 8b   Alignment Windows

(sold separately)
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